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Standard Statement: 

Tenant and facility operating limits and configuration match the work to be accomplished, expectations 
of the work to be accomplished (including all vulnerabilities), and the capabilities of the facility. 

 

Performance Criteria: 

1. Facility operating limits and configuration based on the capabilities of the facility and the work to 
be performed in the facility are defined and documented. 

2. Tenant operating limits and configuration for tenant work within the facility are defined and 
documented. 

3. The parameters ensuring that facility tenant and/or facility operating limits are not exceeded are 
defined and documented. 

4. All FMUs and/or facilities will have Facility Safety Plans and Authorization Agreements as required by 
negotiations between LANL and DOE. 

5. Facility Operating limits are based on conducting operations as defined by the Laboratory Hazard 
Classification LIR and Authorization LIRs. 

 

Contractual Work Smart Standards: 

10 CFR 830.120, Quality Assurance for Nuclear Facilities 

29 CFR 1910, Occupational Safety and Health Standards 

AL Supplemental Directive 5481.1b, Safety Analysis and Review System 

ASME Boiler and Pressure Vessel Code, 1995 edition 

ANSI N43.3-1993, Definitions, Sections 4.1, 5.1, 5.1.2, 5.1.4, 5.1.6.3, 5.1.5.2, 5.1.5.7, 9.1, 9.4 

ANSI/ASME B31.1-1995, Power Piping 

DOE O 425.1, Startup and Restart of Nuclear Facilities, Chg 1:  10-26-95, with the exception of the DOE 
O5480.19 citation 

DOE O 5480.20A, Personnel Selection, Qualification, and Training Requirements for DOE Nuclear Facilities, 
11-15-94 

DOE O 5480.21, Unreviewed Safety Questions, 12-24-91 

DOE O 5480.22, Technical Safety Requirements, Change 2:  1-23-96 

DOE O 5480.23, Nuclear Safety Analysis Reports, Effective Date:  4-30-92 

DOE O 420.2, Safety of Accelerator Facilities, Sections 3c ‘Exclusions’; Attachments 1a; 1b; 1c; 1d;, and 1g 

DOE O 414.1, Quality Assurance 

DOE O 6430.1A, General Design Criteria, Division 13 

DOE-STD-3013-94, Criteria for Safe Storage of Plutonium Metals and Oxides, 12-94 
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LANL LPR 270-02, “Perform Assessment of Operating Limits and Start-Up Tests” (currently exists and 
addresses the philosophy of AL 5480.31) 

LANL LIR 300-00-05, "Facility Hazard Classification" 

LANL LIR 300-00-06, "Nuclear Facility Authorization" 

LANL LIR 300-00-07, "Non Nuclear Facility Authorization" 

 


